Vegetation Protection and Restoration Notes

1. Cutouts of trees for projects (ties) involving root zones should be made in such a way as to minimize the risk of damage to existing trees.
2. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
3. The use of chainsaws or power saws is prohibited.
4. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
5. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
6. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
7. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
8. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
9. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
10. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
11. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
12. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
13. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
14. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.
15. All cutouts shall be made with a sharp, sharp, and effective saw, or by using a suitable cutting tool.